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CENTURY ' WATERPROOF RFID PALLET TAG

FUROPE @ FOR STATISTICS OF PALLET DATA IN
LOGISTICS AND WAREHOUSE MANAGEMENT

Century’'s ABS waterproof RFID pallet tag, CE36102, is mostly used for obtaining pallet data
and warehouse management. It performs excellently in the field of reading and writing on non-metal
items. Our pallet tag can be mounted with screws or by using the adhesive backside. Optionally

CE36102 can be coded and/or printed on the outside shell.

PRODUCT FEATURES SPECIFICATIONS
e P67 waterproof Waterproof RFID pallet tag
* Stable reading distance and excellent code no. CcEse102
writing performance SR
Dimension (mm) 103%x26x7.3
¢ Durable and robust ABS shell Material ABS
Printi ;
e 2 mounting methods: e Leser printing
. . Color Black / Light grey
using adhesive or rivet holes
Mounting way Adhesive, rivet hole

W m—f7-3 Protocol ISO/IEC 18000-6C & EPC global Class 1 Gen 2
Operating frequency 860-960MHz
| 103.0 | Integrated circuit [IC] Impinj Monza R6 Impinj Monza R6P
‘ ﬂ‘ EPC memory 96 Bits 128 Bits
. 26.0 User memory O Bits 32 Bits
), Unigue TID 48 Bits 48 Bits
Access password O Bits 32 Bits
Kill password O Bits 32 Bits
APPLICATION AREAS Read range =10m (reader power 2W EIRP)
Expected read cycles 100,000 cycles
The statistics of pallet data in logistics Data retention 10 years
Packing format Carton
Weight per piece 149
Box size 40.5%x30.5x26cm
Quantity per box 4000

ENVIRONMENTAL

Operating temperature -20°C~60°C
Storage temperature -20°C~60°C
Guarantee 2 years
IP rating P67
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